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The ABCs of Fitting a Saddle
Only a saddle with a perfect fit can ensure that a horse can move optimally and perform at its best. If the saddle does not
fit correctly, then the horse is limited in its freedom of movement and may develop painful pressure points. 

To check the fit of the saddle, it should be put lightly on the horse’s withers and carefully moved backwards until it has
found its place behind the scapula. After the rider has ridden a few rounds, the saddle should lie as depicted below. 
If the clearance of the withers, center of gravity, clearance of the spine, and the saddle girth do not correspond to those
depicted below, then the saddle should be adjusted with the aid of the template provided.

Clearance of the Withers
The gullet plate of the saddle
lies behind the scapula, two
fingers fit between the spine
and the saddle.

Center of Gravity 
The deepest point is in the middle 
of the seat. Draw a horizontal line
from the pommel to the seam under
the cantle. This line runs parallel to 
the ground, as shown in the drawing. 

Clearance of Spine 
The saddle does not put pres-
sure on the spine, a broad
channel runs along the spine so
that there is sufficient space to
the right and left of the spine.  

Saddle Girth 
When the saddle girth is
tightened, the girth should
rest at least 4 fingers or 5"
behind the elbow of the
horse. 

Information on the Saddle

Model name

Saddle number

Information on the Horse

Name of horse

Breed of horse

Stamp of authorized dealer (when shipped by a retail store)

Achieving the Optimum Fit in Just a Few Steps
Are the measurements of the horse entered correctly on the measurement sheet on the other side of the page? 
Then you just need to take three informative photos which will make the fitting of the saddle even more exact.

First, saddle the horse with the saddle pad and ride it for about ten minutes before you take the photos. 
Then move the horse to a level surface and have it stand straight, holding its head high.

Then deliver the three photographs, this form after it has been completely filled out, and the saddle to an authorized 
Passier dealer or send them directly to Passier. Address: G. Passier & Sohn GmbH, Am Pferdemarkt 8 + 10, 
D-30853 Langenhagen, Germany. It takes about ten working days to make the changes.

G. Passier & Sohn GmbH · Am Pferdemarkt 8+10 · 30853 Langenhagen · Tel. +49 (0) 5 11/9 72 64-0 · Fax +49 (0) 5 11/9 72 64-13 · passier@passier.com · www.passier.com

Scapula

1. Photograph the horse from the
left side with the saddle.

3. Now remove the saddle from 
the horse and photograph the horse
from the left side without the saddle.

2. Now take a picture from the 
front into the chamber so that the
distance between withers and the
chamber can be seen.
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Crosswise
Measurement
Distance between
measurements: 15 cm
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Scapula

Scapula

Measuring the Horse’s Back

Measuring Made Easy
Passier saddles can be made to fit any horse. 
The precise measurement of the horse’s back and
the lengthwise line of the spine are important for
this.

The measurement wire: A flexible piece of wire 
is suitable for this (recommended is baling wire,
about 2 mm (1/10") in diameter and 50 cm (20")
long). The wire must lie closely on horse’s back so
no space is left between the wire and the horse’s
back.

The crosswise measurement: The wire is placed
across the spine of the horse at the three points
marked on the sketch,              at a distance of 15 cm
(6") each. The first measuring point is two to three
fingers behind the scapula. After measurement, the
wire is placed on the template and traced using a
fine point pen.

The lengthwise measurement: The wire is placed
along the spine so that both ends extend past the
three points marked for the crosswise measurement
on each end. The shape of the wire is traced on the
template . Afterwards please mark the places in
the drawing where the lengthwise measurement
intersects with the three crosswise measurements.

Please read the other page for the next steps.
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These lines are only examples. The measurements 
from your horse may differ.
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